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CEMENTO REFRATTARIO 
High-temperature repair cement 
 

Technical specifications 
CEMENTO REFRATTARIO is a product used for repairing fireplaces, small walls, and boilers; it is ideal for high-
temperature applications. 
 

Instructions for use 
Dissolve CEMENTO REFRATTARIO with 20% water until a homogeneous paste is obtained. For stronger bonding, add 
standard 325 cement in a 1:1 ratio with the CEMENTO REFRATTARIO; then thoroughly wet the surfaces to be treated. 
Maximum thickness: 4cm. Setting time: 30 minutes. Hardens in 6 hours. It is recommended to prepare small 
quantities of material, as once the mixture hardens it can no longer be used.  
 

Application 
Apply CEMENTO REFRATTARIO as supplied, adding the necessary amount of water. 
 

Consumption 
The consumption of CEMENTO REFRATTARIO varies depending on the method of use and the required application.  
 

Warnings 
Store the product in a cool, dry place, in its intact original packaging. 
Clean the tools used with water before the product hardens. 
The product is not classified as hazardous; however, avoid contact with eyes and skin. 
In case of contact, rinse thoroughly with water. 
Use the product following good working practices, avoiding release into the environment. 
Wear appropriate protective equipment (gloves, safety glasses, etc.). 
Store the product indoors, in its original closed packaging, away from weather, frost, and heat sources. 
Do not disperse into the environment: follow local regulations for disposal. 
Always perform a preliminary test before use. 
 

Packaging 
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12-pack boxes 1Kg Barcode: 80-20709-000318  

5-pack boxes 5Kg Barcode: 80-20709-002008  

CHEMICAL AND PHYSICAL PROPERTIES  
Physical state Solid 

Melting Point 1300°C 

Smell Odorless 

Water solubility Soluble 


